	
	
	
	[bookmark: RANGE!A3:Q25]Periodic Synthetic Web Sling Inspection Form

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Serial Number
	Sling Rated Capacities Label Missing
	Acid or Alkalis Burns
	Melting, Charring, or Weld Splatter
	Snags
	Punctures
	Tears 
	Cuts
	Broken/Worn Stitching
	Abrasive/Distortion Wear
	Embedded Particles
	Distorted Fittings
	Worn Fittings
	Damaged Hardware
	Knots
	Return to Service
	Return from Service
	Inspector Name and Date

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	
	 
	 
	
	
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


According to the ASME B30.9 Slings standard, a synthetic web sling shall be removed from service if any of the following are visible:
· Missing or illegible sling identification tags
· Acid or alkalis burns
· Melting, charring or weld splatter on any part of the sling
· Holes, tears, cuts, snags, or embedded particles
· Broken or worn stitching in load bearing splices
· Excessive abrasive wear
· Knots in any part of the sling
· Distortion, excessive abrasive wear
· Any conditions which cause doubt as to the strength of the sling
