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	Serial Number
	Sling Rated Capacities Label
	Acid Burns
	Melting or charring
	Snags
	Punctures
	Tears
	Cuts
	Broken Stitches
	Worn Stitches
	Distorted Fittings
	Worn Fittings
	Return to Service
	Return from Service
	Inspector Name, Date, Initials

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Inspection: Slings shall be removed from service if any of the following are present:
	
	
	
	
	
	
	
	
	

	1. Acid or caustic burns
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	2. Melting or charring of any of the sling surface
	
	
	
	
	
	
	
	
	
	
	

	3. Snags, punctures, tears, or cuts
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	4. Broken or worn stitches
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	5. Distortion of fittings
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	



